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Sie mochten ...

.. Optische Komponenten wie Linsen und

Spiegel entwerfen

.. in optischen Baugruppen Fehlstellen

bestimmen

.. Sichtfeld Untersuchungen durchfiihren
.. Lichtstarke kalkulieren und visualisieren

SMARTOptics bietet:

Simulation von optischen Strahlengangen
direkt in Creo Parametric

Festlegen von Objekten und Eigenschaften
in einem benutzerfreundlichen grafischen
User-Interface

Schnelle und einfache Berechnung der
resultierenden optischen Strahlengange

Strahlengang Berechnung fiir
Freiform-Geometrie

Visualisierung und Speichern der Ergebnisse
direkt in Creo Parametric Baugruppe

Intuitives Ribbon und Kontext Menl

Umfangreiche anpassbare Materialdatenbank

Fax:

INNCO°
Handlerinformation

INNEO Solutions GmbH - inneo@inneo.com - www.inneo.com

Deutschland:

Rindelbacher StraBe 42
73479 Ellwangen

Telefon: +49 (0) 7961 890-0
+49 (0) 7961 890-177 Fax:

That's IT.

Schweiz:

Ruchstuckstrasse 21
CH-8306 Brittisellen

Telefon: +41 (0) 44 805 1010
+41 (0) 44 805 1011
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SMART — FAST — ROBUST
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http://www.buw-soft.de/

	Supported Platforms: Windows XP, Vista, Windows7, 8, 8.1
	Supported PT Versions: Pro/ENGINEER Wildfire 2-5, PTC Creo Parametric
	License types:
	• Free trial:  ?????
	• Extension:       License is locked to a PTC Creo Parametric session.
	• Floating Option:  License can be allocated and released any time during a
	PTC Creo Parametric session



